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I. ABSTRACT

Three systems for using the vector-phase principle in instsn-
taneous radio direction finders are proposed as being of potential merit.

These Small diameter svstems with thrze or four antenna ele-
ments are analyzed and shown to have no advantage over existing narrou-
diameter systems so far as interfering signal discrimination is con-
cerned.

It iz shown how a collection of small diameter systems could
be distributed over a region large in wavelengths with a scheme for
automatically combining the bearing information from each small diameter
system to give a resultant bearing with a greater discrimination against
interfering signal than a single small diameter system would have.

A lsrge diameter circular system is analyzed to show that it
has the same irn:ierfering signal discrimination as a rectangular switched-
Doppier system.

Wave interference bearing-error curves for ail three types of

2ystems are given and the practical difficulties of all

three types of
systems are discussed.
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IJ . INTRODUCTION

it has been recognized in the Radio Direction Finding Section
at the University of Illinois as elsewhere’ that cne of the major
problems to be faced in direction finding on “flash® or “squash® trans-
missions is the wave interference or “Heiligtag Error’ effect. For
observation periods of less than a few minutes there is no certainty
that most existing narrow-aperture sysztems will not give bearings in
serious error as a result of wave interference effects. Investigations
of wide aperture systems such as Switched-Doppler, Wullenwebber, and
WADONAS = have shown that these systems can minimize wave interference
errors either by discriminating against the weaker signals or by re-
solving under ideal circumstances the separate directions? of arrival of
wany signals.

There is still another problem to be overcome in direction
finding on flash transmissions in the case of directional cr beam
systems. The “beam” of the directional system must scan the entire
azimuth preferably several times, in the presence of noise, for the
duration of one transmission puise. With the Wullznwebber and other
arrays even slow-speed scanning represents a considerable commutation
problex, and with any “beam” system = sufficiently high scanning rate
for flash transmission requires an excessively large receiver band-
width!s3,

Although the switched Doppler system 1s not a “heam” system,
it does require scanning in the sense that it should preferably complete
several switching cycles during the duration of one transmission pulse.
This deficiency led to a search for analogous systems that might elim-
inate switching and resuited in the conception of wide-aperture vector-
phase systems.

A vector-phase RDF system is defined to be a direction finder
which gives an indicated bearing resulting from the vector sum of two
or more component vectors having the following characteristics. The
magnitude is proportional to the phase difference (or some function of
the phase difference) between the induced voltages in a pair of antennas
of the system, the direction is parallel to a line joining these two
antennas, and the sense i1s in the direction-sense of the antenna whose
induced voltage leads in phase. A vector-phase divection finder is of a
type which falls in the general calssification ot phase-front direction
finders. A phase-front direction finder is defined as being any system
vhich, when small in aperture, tends to give a bearing normal to the
curve of constant phase (in an elegfromagnetic field) passing through
the center of the direction finder.

A vezctor-phase direction finder having a small diameter is
described first becanse of its relative simplicity, although the vector-
phase systems which offer substantizl potential advantages over existing
systems are those having large wavelength dimersicns.

Figure 1 of Plate 1 shows the schematic diagram of &« possible
form of a four-element narrow diameter vector-phase systam using an
oscilloscope as a vector summing device. This piate illustrates the

1, Kumarica! superscrips refer ‘c the corresponding numbers In the b.bliography.

* Wide-Aperture Distridution of Narrow-Aperture dystems. et ® ]
B e ¥ » 8 . ]

** A Doppler system is another example of a phase-front d'r“t‘?.n,,-f“'l%’é]}l)'i"-‘-“ Laer
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method of connecting four antennas by amplitude limiting. receivers to
phass deatectors in such a mannsr that the direct voltage outputs of the
phase detectors are proportional to the phase differences (or the sine
of the phase differences) between diagonally opposite antennas. *
These direct voltages are appliecd to concziitric oscilloscope plates, the
faces being perpendicular to a line joining the centesr of the antenna
elements whose phase is being compared. Hence, the force vectors
causing the beam to deflect are proportional to the direct voltages and,
thus. the phase differences between antennas. If this system has
parameters and circuits such that its phase detectors cperate linearly
(or nearly linearly) then the indicated bearing will be that (or nearly
that) of the direction of arrival of a single zignal. This is proven
in the next section. If a single interfering signal is also arriving,
this system may have large errors in the indicated bearing as discussed
in Section V. Figure 2 of Plate 1 shows another type of vector phase
system which utilizes only three antennas and three receivers, and is
suitahle for use as a zarrow diameter syztem. This system is the
simplest example of a general class of continuous circular systems which
are discussed later in this section

In all of these systems phase comparison is made directly
between the intermediate frequency outputs cf the receivers. The use of
phase balanced receivers with a common high frequency oscillator has
been assumed.

' An alternative procedure is to transmit a local signal from a
centraliy located antenna (see Plate 2). This injection signal! would
differ from the incoming sigral frequency by a small audis rate (for
example one k.c.) and would arrive at all antennas in phase. When the
two signals are mixed in the last detector of the receiver an audio
signal 1is produced which is at the same relative phase compared to the
other antennas. Now tha phase of the audio signals can be compared

compared. The bearing preseatation meéchanism can be the same. Some of
the difficuliy in phase balancing of receivers should be eliminated by
this procedure. Figures 1 and 2 of Plate 2 show systems of this type
comparable to the equivalent systems of Plate 1 Fig. 1 and 2 rcapec-
tively. The systems of Plate 2 are essentially equivalent to the
“phase -ratio” svstems as described by E N. Dingley Jr. in U S Patent
No. 2,415,088 Feb. 4 1547. They are more particularly *Analog Phase
Ratio Systems”.’ One objection to an injection system where the phase
of audio rather thaa radio frequency signals i1s compared 1s the
relative slowness of system response. To give a bearing, an incoming
pulse could be no shorter in duration than several cycles of the audio
frequency.’ This may be a serious objection in a potentially instantane-
ons system. This objection and others are discussed more fully on page
21 and 22 of reference No. 3.

: It is possible to obtain good discrimination against an
interfering signal with a vector phase system which has a large wave-
length diameter and is made up of a relatively large number of anteunas.
This type of system is discussed in detail in Section IV.

* Only the phase Information is deslred 1n a .ector phxsa system.
** The "phase of an antenna” refe-s to the phase of the Induce? voltage of that antenna.
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- If a number of small-diemeter unit systems of the type shown
in Plate 1, Fig. 1 were placed side by side, the svstem shown in Plate 3,
Fig. 1 could result. It is assumed that all the phase-detectors are
ccnnected to the antennas by means of receivers having amplitude limit-
ing, although for schematic simplicity these receivers are not shown.
It 1s further assumed that, in some way, all of the deflection pliates
are male to act uniformly on a single beam in a cathode ray tube. Such
a system is obviously too uneconumical of receivers and antennas to be
practical, but i1f some of the control antennas and receivers ure omitted
as in Plate 3, Fig. 2, the system becomes feasible. Again all rzctor-
summing scope plates are theorstically conrentric, acting on a single
beam, although they are shown in the diagrams in the most conveniznt
:llustrative positions. The orientaticn or direction cf the plates is
always shown correctly.

The system shown in Plate 3, Fig. 1 is classified as a con-
tinuous system while that of Plate 3, Fig. 2 is called a discontinuous
or distributed zystem. A continuous system is one that comparss the
phase between every pair of adjacent (or diagonally opposite) antennas.
A distributed system is a system made up of a group of “unit” systems
with nc phase comparison between any antennas of one unit system and
those of another. Ancther example of a distributed asystem, a triangular
system, is given by Plate 4, Fig. 1 where the same symbclic representa-
tion 2s that of Plate 3 is used, and the unit systems are ithe same as
shown in Plate 1, Fig. 2. .

Another example of a continuous system, a circular system , 1is
given by Plate 4, Fig. 2. This type of sysiem is probably the most
practical of the large diameter continuous sysiems and many of its
characteristics are identical with those 2f awitched-Doppler systems
whick have similar antenna configurations, (see Plate 10, Fig. 2). The
multiple sets of oscilioscope plates again form a vector-summing device
acting on a single osciiloscope beam, althour™ in this case, the plates
are not all at right angles. Later, it will be shiown how a sunitably
designed resistor ring network can replace all except two sets of plates
so that a conventional oscilloscope tube can be nsed. It vwill be shown
in Section IV that the indicated direction of arrival given by any
circular continuous system is equal to the angle of arrival of the
single signal causing the phase differences between antennas, assuming
linear phase detectors. In Section VII the errors =£f this system due
to non-linear phase detection are discussed, and in Section V the
errors due to a single interfering signal of the same frequency are
analyzed.

Again it is possible to use a centrally located antenna to
trensmit a local signal to all antennas, producing audio signals ai the
receirer outputs. The phase of the audio signals can be compared where
the phase of the irtermediate frequency outputs was-compared before.

A E

N

o
o i ity stas

et

* This Is by no means the orly feasible type cf circular vector-phase system. For axample the
phase dTfference could be messured between every antenns eiement aon the feriphery of a circle
and an element at the center of the circle.
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II1. DEFINITION OF SYMBOLS

relative magnitude of the weaker of two incoming plane waves
referred to the stronger

time phase difference between the strongest and the next
strongest wave at the center of a complete system

azimuthal angle of the nth strongest wave measured from the
refzrance counter-clockwise

azimuthal angular separation hetween two incoming planewaves

polar angle of arrival of the nth strongest wave meassuraed
clockwise from the vertical axis

poler angular saparation betwesn incoming nlane waves
total number of incoming waves

nth wave

electric field strength of the nth wave

eleciric field strength at the center of narrow-aperturs
systems

,total number of sysééms

ath antenna

total number of smali-eperture systems

sth system

coerture or system radius in slectrical radians
system diameter in wavelengths

spacing between antennas in electrical radians
bearing errox

indicated bearing of narrow-aperture systems
indicated bearing of a direction finding system
composite bearing resulting from vector-average bearing
combination technique

time phase difference between the lead anglie of the resultant
waves (or resultant induced voltages) at antenna (a + L) and
at antenna a

d.c. ocutput of s phase detector with two equal voltages of
time phase difference ¥, 44|, applied to the detector

angle of the normal to the curve of constant phase with
reference to the stronger of two interfering signals as
the reference axis

argument of the sum of two vectors of relative magnitude h
difference of the arguments of two vectors
linear phase deterction

sinusoidal phase datection

triple angle vector-phase system, with sinusoidal phase detection

differential phase shift preceding detector adders (Plate 19)
Bessel function of auth order \¢J%5]3]§§in;‘Li

-a.
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IV. INDICATED DIRECTION OF ARRIVAL WITH A SINGLE SIGNAL

A. Small-Diameter Four-Element System with Diaaonal Phase Ccmparison

The method of determining the indicated bearing as a function
of the direction of arrival ¢f a singie signal for a small-diameter
system (shown in Plate 1) is illustrated in Plate 5. Figura 1 of Plate

S shows the method of obtaining the phase difference ¥p,Q between

antennas as a function of angle of arrival of a single signal.
Let ¥p,Q be the time phase difference between the lead angle

of voltages induced in antennas P and Q (lead angle of antenna { sub-
tracted from lead angle of antenna P). Then, reiferring to Plate 5,
Fig. 1,

2 B sin @, (4.1)

<
1

and

¥s 1 = 2 B cos o,, (4.2)

where ¢, is the sngle of arrival and B is the electrical radius cf the
system. Now
B = Dx 2n
2 A

where D is the system diameter in wavelengths and A is the wavelength of
the incoming sigreal.

Assuming sinusoidal phase detection, the d.c. outputs of the
phase detectors and thg magnitudes of the vectors are given by

Es, 2 = K gin v, . for the east-west vector (4.3)

and
Fs,: = K sin v, for the north-south vector (4.4)

Figure 2 of Piate 5 shows the resultent ol these two vectors.
The angle of the resultant gives the indicated besring (By) which can be
expressed as

By - tan'ifg"zl = ten“[flﬂ.!i;i] (4.5)
5,1 81n ¥s i
or . Ii
By - P sin (2 B sin o©.). 6

“sin (2 B cos 9,)

If 2Bis very small, approximately linear phase detection
resuits. For linear phase detection

2 s sin Dy,

A ke [ P 1)
78 cos 01J P4 (4 1

BI = t.and (

Therefore, for linear phase detection this system gives a

true bearing. The deviation thai existe between the indicated bearing

and the direction of arrival, with sinusoidal phase detection, 1is
discussed in a later section. :

-
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B. Distributed System

Assuming that each of the unit syatems making up the re-
sultant distributed system would give an indicated bearing equal to the
direction of arrival of a single signal, then the complete system would
give a true bearing. This follows from taking the vector resultant of
vectors all at the zame angle. If the unit systems all have the same
oriantation, as do thsss of Platss 2 and 3, then thz error resulting
from sinusoidal phase detection for the distributed system will be the
same as the error for cach of the unit systems.

C. Continuous Circular System

The method for determining the indicated heariss of a circular
continuous system, similar to the system shown in Plate 4, as a function
of the direction of arrival of a single signal is illustrated by Plateé.
Figure 1 of Plate 6. illustrates the method of obtaining the phase dif-
ference wp o betveen antennas as a function of angle of arrival of a

single signal. ¥p Q has the same definition as given in IVa. Referring

to Fig, 1 v,. . , ; 1a the phase difference between the {a + 1)tk and
the {(a)th antenna.

¥a a+] = C cos [a %ﬂ - 9:) (4.8)

for eizht entennas, equally spaced on a circle of electrical radius §.
Generslizing for A antennas, cqually spaced on a circle of electrical

radius 8

¥y a+] = C cos {a %? - 4], (4.9)
where )
C=28 sin % (4.10)
=Dy 2r
Pr3XA
D = the system diameter in wavelengils.

Referring to Fig. 2 of Plate 6. let the magnitude of the vector re-
sulting from the phase difference w, , , | be called E, , , |. Assuming
sinusoidal phase detection

| 74

Ea,a+1 = K sin (Va a*l) (4.11)

The vector of magnitude ba a + ] 1s at an angle a(2n) for eight an-

tennas, or generalizing at =n angle a(2%) for A antennas

A
The vector sum of all eight vectors Ea a+] shown 1in Fig. 2 of

Plate 6, is a resultant vector at an angle Bj Whl»ﬁ is the indicated
bearing of this sysiem. For the case of eight antennas, By canbe
excressed as : "
2 Eg a+1 8in (a 2ny
By = tan [ -8;l 2% R (4.12)

a§1 Ea,a+1 Cds (8 2515)
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where Eq o is asaumed to signify E; ,. Generalizing, for A equallyspaced
anternsas
" 2
2. Ey a+1 8in (a <k}
By = tan™ [ a;l e A
2r
a§1 Ey a+] cos (a ?TJ

In terms of the phase differences between antennas

3 (4.13)

sin (¥, 5+1) sin (a ==

A
- Z‘ =
By = tan™ [-2:1 A (4.14)
a§ sin (¥, 4+1) cos (a ﬁﬂ)

1

In terms of the direction of arrival of the single signal causing the
phase differences

3. sin [e cos (a 28 - ¢,)1sin (a 27)

By = tan” { a-l A LAY (4.15)
1 2n - ) a 2£
agl sin [c cos (a -3 91))cos ( A )

if B and C are very small, approximate linear phase detection
results. For lincar phase deLeq}ion

i

§1 cos (a %F - ©,) sin (a %?)
By - tan™} [ ] (4.16)
a§1 cos (a %5 - 9,) cos (a %F)
In Appendix B 1t i1s shown that
A .
%. cos (K (228 _ ¢,)] sin [L {820} = A gin (K 0,) (4 i7)
a=] A A PA

and

N |3

A
5| cos [K (ﬂ%ﬁ - 9.)] cos [L (E%E)] cos ‘X 9,)  (4.18)

e
ifK-L=NA, K+LZNAand N=20,1 2 ---. IfK-=1L =1 then the
above expressions 4.17 and 4 .18 become identical to the numerator and
denominator respectively of equaticn 4.16. After these substitutions
the indicated bearing becomes

Sin P
] = Dy - (4.19)

cos @,

BI = tan~" [

(1P g 1P g

Hence fcr linear phase detection. this system gives a true bearing. The
deviation that sxists between the indicated bearing and the dirzction of

‘arrival, with sinusoidal phase detection, is discussed in Section V.

(1)
o
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V. DISCRIMINATION AGAINST A SINGLE INTERFERING SIGNAL

A. Small-Diametor Four-Element System with Diagonal Phase Comparison

As ths vector-phase system shown in Fig. 1 of Plate 1 is a
true phase-front sysiem and the diameter is very small, it would be
expect .d that a good indication of itz behavior while receiving a
desired (strongerg and an undesired (weaker) signal could be predicted
from a knowledge of the phase front (lines of constant phcse) in an
interference field resulting from these two signals. Typical phase-
front curves for such an interference field are shown in Plate 7,Page l6.
It 1s seen thaet at some points of the phase-front curve, the uormal to
the phase front deviates greatly from the direction of arrival of the
stronger signal (the assumed true bsaring). If the relative magnitude
of the weaker to the stronger signal, h, approaches unity, if the angle
of separation between the weaker and stronger signal, ¢, is small, and
if the relative time phase differsnce between the weaker and stronger
signal is nearly 180°, then the bearing error can approach 90°, and it
would be expected that the system of Plate 1 could have bearing er:zors
of rearlv 90°.

The equation for the norma! to the phase front in terms of
the parameters h, r and ¢ dzsfinsd in the preceding paragraph is derived
in Appendix C. Asgumxne that the stzznger signal (the desired signpal)
is nrriving along the axis (zzro degrees) this equation is

Py - ren~t [ 2in @ ]. (5.1}
1, cos r
(h ) + ces @
h +cosrt

The equation for the actual indicated bearing of the system

of Plate 1, Fig. 1 can be determined from Equation 4.5 if the phase
differences ¥, , and ¥, ; between anternss can be determined when Lok
e desired and an undesired signal ars present. It is shown in Appendix
C that in terms of the parameters h. ¢, and r. ¥ , and ¥, . can be
expressed as

Vs,1 =2 B cos 91t Pr — Ps (5.2)
and

We,2 7 28 sin ¢, * Py — Pa (5.3)
where

—-1r ‘1 ‘ a

Pg = tan  l-— ———J, (a = 1,2,3,4) (5.4)

l + h cos T,

= 2B sin [(a-1)(3) - 2 - @] sin (F)+r, (2=12,3,4)

: (5.5)
8 = the electrical radius of the system.

Substituting equatione 5.2 and 5.3 in the equation {or indi-
cated bearing and substracting the angle of arrival of the stronger
signal, o, gives the bearing errcr £. For sinusoidal phase detection,

_1.8in (2 B sin @,+ po— P,

E =~ tan  [— =1 - o,. 5.6
cos (2'B cos 9.+ p;— ps e ( )
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. In_Appendix D the limit of £ as B approaches zero is developed
It is seen that this limit is exactly the amount by which the normal to
the phase front deviates from the direction of arrival of the stronger
signal (Equation 5.1). Curves of bearing error £ for an actual system
of 1/18 wavelength diameter, calculated from Equation 5.6, are shown
Plotted in Plate 7 together with the corresponding curves for the
deviation of the phase-front normal calculated from Equation 5.1. It is
seen thav the phase-front normal curves give a very good approximation
to the behavior of the actual system.

B. Distributsd Systems

Referring to the interference field of Plate 8, Fig. 2, it as
seen that at various locations in the field, corresponding to various DF
sited, the normal to the phase front is to the left (System 1), to the
right (System 2) or in line with the direction of arrival of the strong-
er signal. This corresponds to positive, negative, and zero bearing
error for a very small -diamecter vector-phase system centered at thesa
points. It 1s not possible to know in advance where the locaiions
corresponding to zero error would be, but it would be expected that if a
collection of many small-diameter systems were dispersed over several
wavelengths distance that scme of the systems would fall at or near
points of zerc error and others would fall at points of both nsgative
and positive error. If the bearings of this coilection of systems were
~ombined by some sort of averaging or limited vector-avereging® tech-
niques, as in the distributed system of Plate 3, Fig. 2, then it would
be expected thzt the positive and negative errors in general would tend
to cancel. Thus the resultant zr:or of the compcrite system would be
much less char the maximum error of the unit systems comprising the
composite distributed system. Hence, the guaranteed accuracy of the
composite system would be much greater than the guaranteed eccuracy of
a narrow-diameter system located at random in the interference field.

This general technique for automatically combining bearings of
narrow-diameter systems distributsd over a region large in wavelengths
1s applicable to systems cther than vector phase systems and the topic
has been discussed in a previous report? whichk includes bearing error
curves for various types of systems. in general, the lagger the number
of unit systems and the larger the diameter of the composite distributed
system the greater will be the reduction in bearing error. _

A curve of bearing orror as a function of composite system
aperture for a circular distribution of eight.narrcw-aperture vector-
phase systems 1s shown in Plate 9. For comparison purposes the bearing
curve for a true-Doppler system under the same field conditions is also
shown. It. is seen that, like most wide-aperture distr;but?ons of
narrow-aperture systems with electrical cembination of.bear1ng informa-
tion, the guaranteed improvement in bearing error ‘increases rather
slowly with increasing aperture as compared to a true-Doppler System,
at leest for small relative magnitudes and large angular separations.

* The ampiitude-|imited vector-averagegbearing - B,,, of a coilection of vearings B118,° " B

wiii ba taken to mean Y sin 8
e ' s
8 =t n_l [s-l ———]
LVA & - :
2 sia B,
s=1
-17-
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. In order to reduce the errors caused by multipaih i1snuspheric
Propagation, w%ére largs relative magnitudes and small angles of separa-
tion exist, quite large spertures are often required when using a wide-
aperture distribution of narrow-apsrture systems similar to those shown
in Plate 3, Fig. 2. Diemetzrs of five to ten wavelengths would be
required together with a relatively large number of distributed systems.
This is a fundamental difficulty resulting from the basic nature of
interference field patterns which must be faced with nearly all wide-
aperture systems. Under conditicns of small angular sepsration the
configurations in the phase front tend to spread out in wavelengt}
separaticn 6 that in order tc “aversge” these phase front variations a
system must be quite large in wavezlength to span them.

One basic technique for overcoming this problem 1s suggested
in Technical Report No. 5. Under conditions of small angular separaticn
and large relative magnitude it is recognized from consideration of
Plate 8 that with general direction finders, which wouid be located at
points of stronger field strength in the interference field, the tendan-
cy would be to give better bearings than with those located at points of
weaker field strength. In particular, a direction finder located at the
maximum in the interierence field would give a bearing in error by less
than half the angular separation. Althongh a distributed syatem making
use of this amplitude information is not strictly speaking & vector-
phase system, a wide-aperture system which weighted the individual
bearings could be built out of narrow-aperture vector-phase systems.

The sine and cosine componenis represented by d.c. outputs
from a unit narrow-aperture vector phase system would have to bz weight-
ed by a factor dependent on the field strength at the center of the unit
system in question. Then the weighted components would be added and the
resuitant used for bearing indication. This is an example of a general
bearing-combining technique referred tc es a vector-average combination
of bearing information in Report Ms. 9. The resultant bearing can be

expressed as S
Z. Mg sin B
By = tan”* (Bl < %)
sél g Cos Og

where By is the bearing of the sth system and Mg is the relative {ield

strength at the center of the sth system.

‘The weighting might be done by simultaneously gating the sine
and cosine components in accordance with an AVC voltage from the re-
ceivers. 1In most vector-phase systems, because of the amplitude lim-
iting in all receiver channels. the determination of a weighting factor
would be somewhat awkward but not basically difficult. For flash
transmissions the gating voltage would have to be faster acting than
most AVC voltages.

The lessening of the aperture required to obtain a given
reduction in bearing error with a vector-average combination of bearing
information, as compared to a limited vector-average combination, is
illustrated by Plate XVII of Technical Report No. ©. Although these
curves are for unit Adcock systems they should be reasonably tvpical of
naircw-aparture vector-phase systems &s well.
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2t nhouid be emphasized that for large angular separations,
such as might be encountered with site re-radiations, the vector-average

combination technique often gives worse results than the limited vecior-
average combination technique.

C. Circular Coentinucus System

If a circular continuous system (Plate 4) is dispersad aver
a region large in wavelangths in an interference fisld it would be
expected that the phase differences between some antennas would be
increased and between other antennas decreased due to the effect ¢f an
interfering signal. The net effect of increased diameter wouid be to
make these increases and decreases more random, resuiting in less effcct
on the indicated besring by the pnase-front variaticns. The phase- front
mechanism is not as clesr cut here as for a distribution of narrow-
diameter systems, however.

Arother method of determining the eifect of a single interfer-
ing signai on the indicatzd bearing is by comparing the couatinuous
circular vector-phase system of Plate 10, Fig. 1 tc¢ a rectangular
switched-Doppler system of the type shown in Platz 10 Fig. 2. It is
shown in Appendix A thai in any interference field resuiting from two or
more signals, a ciriular vector-phase system and a rectangular double-
gate switched-Doppler system (Plate 10), having identical antenna
systems, should give identical bearings, assuming that the phase de-
tectors of both systems have identical characteristics. Ir other word
a switched-Doppler system and a vector-phase system provide aliernate
equivalent techniques for presenting the same antenna informatisn to a
bearing indication scope. The bearing error for the two systems is
identical. The switched-Doppler system and hence the vectcr-phase
system would, in the case of a large number of antennas, be expected to
give roughly the same discrimination ageinst an interfering signal as a
true-Doppler system for which extensive error curves have keen drawn’: ¢,

The actual indicated bearing and the bearing error for any
continuous circular system can be found by determining the phase differ-
ences (Wa,a+1) which exist between antennas when a single interfering sig-

nal is present and then substituting tkexe phase differences in Equa-
tion 4.14. This technique is analogous to that used in Section IVa
for narrow-diameter four-element systems. The derivation is carried out
in Appendix F. The resultant equation for the bearing error & is given

by & a2n
E = rant [ 8§151“W;a+1 s““‘x‘)

A
aglsxnwaa+1cos(ﬁ%ﬂ)

1 -, (5.7)

where ¥, a+3, A, and ¢ have the same meanings given 1in Sccotion IVa of
?

this report

Va,a+l = 2B sin (%) cos (2%& - @4) + Pa+]l ~ Pa {5.8)
where , K & &
G, = tan 2 (2.9)
2 1+ hecos T,
-21-
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and
Ty = — 2B cos [~ %a-1}

ar:l where h, B, 9, ¢, and r also have the definitions given in Section

IVa.

If the antennas are spaced so closely that ¥, ,;; is rea-
’

sonably small, the phase datection is nearly linear. For linear phase
detection Equation 5.7 becomes

. 2wy a4 8in (a2r)
£« zont (22l %7 ALY - o (5.11)
5. VWa a+] <98 \a2ﬂ)

with Va,a+l still expressed by Equation 5.8. It is shown in Appendix F
that Eguation 5.11 reduced to

™M 3>

; (Part=py) sin (£ Ké - 1) B

A

: o 2
A B sin (ﬁ) + agl (Pa+17Pq) coB (—ﬁﬂ - @)

£ = tan™' [

(5.12)

Equation 5.12 showa that the bearing error can be made ar-
bitrarily asmall by using a sufficiently large electrical radius. The
nunber of antennas must naturally be increased as B increascs if approx-
imately linear phase detection is to result.

Two special cases of Equation 5.7 are of interest; one, as the
electrical radins B of the system approaches zero, and two, as the
number of antennas approaches infinity. It is shown in Appendix G that
the limit of Equation 5.11 as P approaches zero is given by the eguation
of the phase-front normal (Equation 4.1) as would be expactad if the
circuiar system were a true phase-front system. It *s shown in Appendix
H that limit of Equation 5.11 as the number of antennas approuaches

infinity .s given by D cos (2)
£ = tan" [ 2., (5.13)
B - D sin (¥)
2
where - K
D= 2z 2b ()KLl o5 (Kr) J, (K B 2 sin (D)] (5.14)
k-1 K : 2

and where h, r, B, and @ have the same definitions given in Secticn IVa
This is the equation for the bearing error of a true-Doppler system as
would be expected once the equivalence between a switched-Doppler and a
vector-phase system is recognized. The limiting case of a switched-
Doppler svs<tem should be true-Doppler system.

Bearing error curves for a vector-phase (or a switched- Doppler)
system are shown plotted against system diameter in Plate 13 and

against time phase r in Plates 11 and 12, for systems with 16 antenna
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flemgnts. For comparison purpos=s curves of the corresponding true-
'?Oppier systems are aisc shown on tnese plates. Several types of phase
detectioa have been assumed for the error curves of Plates 11, 12, and
13, while linear phese detection is assumed for the true-Doppler syatem.
it is seer thet the type of phase detector used has considerable effect
upon the interfering signal discrimination of any of these systems and
this is discussed in Section VIII. If the phase detectian sould be made
linear for all diameters up to three wavelengths (B = 3n) it is seen
that the bearing error of the 16-2lement vector-phase system would
cloesly resemble that of the true-Doppler system. For diameters less
cthan a wavelength (8 = n) several of ¢iie practical phase detectors
operute nearly linearly and the hesaring error of the i6-element vector-
phase system is nearly thaz of the true-Doppler. These curves are
discussed further aftsr the operation of the various types of phase
detectors is explained in Section VIIla.

Although the curves shown on Plates 11, 12, and 13 indicate
thut a circular continuous system can offer = large amount of protection
ageinst site error or other conditions where angular separation is large
and relative magnitude is small, they do not give much indication about
the severe error conditions resuiting from multipath propagation con-
ditions. If these conditions result in small angular separation, then
lerge relative magnitudes, time phase differences neax 180° and large
diameters of approximately 5 tc 10 wavelengths are required to reduce
errors to reascnabie values. The basic reasons for these conditions
have becen discussed in Section Vb. At best a circilar continucus
vaecior-phase system can do no betver a job of subpressing these errors

)

than a true-Doppler System as shown in Plate XVI of Technical Report
No. 9.

RV TR S
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Vi. VERTICAL ANGLE OF ARRIVAL

~ .

if a single incoming signal arrived at any vertical angle. Py
other than 30°, the time phase difference ¥, a+] betweci two antennas
1s reduced by the amount sin ©. compared to the 8 = 90° conditions
assumed up to this point. It can be seen by an examination of Piate 14
that if the incoming .ignal is at an angle 9, with respect to a vertical
axis and an angle o, with respect to a horizontal axis the phase differ-
ence between antennas z and a + 1 can be expressed as

¥a,a+l = C sin 8, cos (ﬁ%ﬂ - 9,),

where ﬁ%ﬂ is the angle which the line joining the two antennus makes

with the horizontal reference axis as shown in Plate 5, Fig. 1, and C,

the olectirical spacing between antennas is

C=8x2n
)

S being the physical spacing batwesn antennas measured in the same units
as the wavelength A of the inceming signal.

I£ 6, is other than 90° every phase detector will experience a
smaller phase difference by the amount sin 6,, and the magnitude of
every vector including the resultant will be changed by some amcunt
dependent on the phase detector characteristics. Hence it should
be possible to determine the vertical angle of arrival, if the wave-
lenigth of the incoming signal is krcwn, from the length of the resultant
vector Eg. For example, if the phase detectors were nearly linear,

sin 0, would be nearly proportional to Ep.

B. Effect of the Vertical Angle on interfering Signal Discrimination

Case (1): Xf a single interfering signal and the desired
signal both arrive at the same verticaul angle 6;, then the effective
electrical radine, B, of the system is reduced by an amount sin 9,. For
example, if thes vertical angle c¢f both signals is 30°, then the error
for a system of twn wavelengthsz diameter is the same as that for a

system with one wavelength diamerer where the vertical angle is 30°.

Case (2): If the single interfering signal and the desired
signal arrive at different vertical angles the action is more compl:-
cated. In general the effect of vertical angle i1s to permit discrimina-
tion in favor of cthe signal at the lowest vertical angle {greatest 9).
In other words, the relative magnitude of the weaker signal to the
desired sigral is effectively decreased 1f the weaker signal is at a
smaller vertical angle than the desired signal and effectively increased
if the weaker signal 1s at a greater vertical angle. A more exact
behavior of a circular continuous vector-phase system under the influ-
ence of desired and undesired signals at diffcrent vertical angles could
be determined by comparison with a true-Doppler system. In reference
No. 5, the exact equation including the vertical angle of arrival as a

pavameter is given for the bearing error of a true-Deppler system.

® measurec from the vertical (Z) axis 28
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VITI. NONLINEAR PHASE DETECTION ERROR

= . . :

. Ideally it would be desirable to use phase detectors that are
as linear as possihble cver a practical operating range. Characteristics
of such phase detectors are expressed by

Ea,a+1 =K Va,a*i

where Ea,a+l is the direct output voltage and Vg a+] 18 the time phase

difference between the iwz radio frequency voltages applied to the
phase detector.

Fur an operating range of less than tn radians, linearity can
be approximated with som: types of phase detectors, but for operéting
ranges greacer than tn radians no practical detecicrs exist which are
even approximately linear and suitabie for use in 2 vactor-phasze system.

If the phase detector has non-linear characteristics, then the
indicated bearing will deviate from the direction of arrival of a singie

nd:i

signal for all except specific anglas of arrivel of this signal. As an

L3R 3 . . . - - ﬂ\‘

iilustration, consider the action i1llustrated in Plate 15 for ths four-
=l

eicii€il victor phase systam of Plate 1, Fig. 1.

Figure 1 of Plate 15 shows the case where the direction of
arrival is halfway between two antennas. In this case the twc phase
differences W, , and v, , are both equal and the two resultant vectors
must be of equal magniiude {whatsver function of the phase differences
they may be) so that the indicated bearing musi be either the true
bearing or 180° away from it. Figure 2 of Plate 15 illustrates several
cases of the vectors resulting from we o and v ;. The solid vectors
of magnitude E, . and Es , result from linear phase detectors. while the
dotted vectors of magnitude E{ ,, EJ -, E; , and E5 , represent two
cases which couid occur with sinusoidal phass detection.® The first
case with vectors of magnitude E{ , and Eg,; gilves a resuliani magnitude
ER representing a true bearing, for the case of an clectrical! radius B
between 0 and n radians, while the vectors of magnitude E{. . and E;ﬂi
give a 1R0° bearing error and demonstrate the action where 8 is between
n and 2n radians.

If the direction of arrivai passes through any antenna and the
ceater of the four-element system, then only one vector can result and
again the resultant bearing can be in error only by 0° or 180° regard-
less of the type of phase detection.

For any other case, (:liustrated in general by Fig. 3 and
Fig. 4 of Plate 15) the indicated bearing with non-linear phase detec-
tion will deviate from the direccion of arrival by an amount dependent
on the direction of arrival, the electrical radius of the system, the
number of antennas of the system, and the characteristics of the phase
detectors. In general, the more linear the phasz detector over the

operating range, the less is the phase detection error. Figure 2
illustrates the plhase d:f

ase differences and Fig. 4 the resuitant vectors for
the general case with a four-element system. The soiid vectors are
those resulting from linear phase detection and the dotted vectors

repiesent those resulting from sinusoidal phase detection. If the

electrical radius P is umder n radians than the resultant vector of

-30-
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magnitude ER must point between the vectors whose magnitudes are E,,

and E; , and the srror cannot exceed the angular separation between
antennas (in this case 90°) for sinusoidal phase detection. If the

electrical radius is greater than * radians, the rezuliant vector of
magnitude Ep can be in any direction, and any bearing can resuit.

A curve of phase detection error as a function of angle of
arrival of the signal with respect io the rzfcrence axia shown in Plate
1% ie given in Plate 16 for the four-elament system discussed up to this
point. The srror is a repetitive function of angle of arrival, becoming
zero whenever the direction of arrival is in line with any antennas or
half way between twc antennas although only one cycle is shown for A= 4.
This error is analogous to the error for switched-Doppler systems which
C. W. Earp’ calls repetitive error, and similarly it is dependent on the
“approach pianes of symmetiry” of the system,

As the number of elements of a circular continuous systan is
increased the number of times the error curve vs. angular separation
goes to zero also increases. As this zero will occur at every angie of
arrival passing through an antenna or half way between two antennazas,
the number of zeros ie given by twice the total aumber of antennas (if
the number of antennas 1s even). The error, for a phase shift between
antennas less than tn radians, 1s less than the angular separatiocn
between two antennas. Therefore increasing the number of antennas
decreases the phase detection errcr. Increasing the phase shift between
antennas tends to make the detectors depart further from linear charac-
teristics and increaswvs the error. Curves of error for systems with
four and eight antenna elements are shown in Plate 16.

Foer a system with an odd number of antennas es compared to &
system with an evep number of antennas. the number of “approach planes
of symmetry” is increased (per anienna element), the number of zeros of
error as a function of angle of arrival is increased, and the mzgnitude
of the phase detection error is decreased. This action is illustrated
in Plate 17 with a 'three-element circular continuous sysiem. It is
seen that not only is the error zero for an angle of arrivai haif way
between two antennas (iilustrated by Fig. 1 and Fig. 2) bu® also at an
angle one quarter of the distance between any two antennas (illustrated
bv Fig. 3 and Fig. 4 of Piate 17). Curves of phase detection error for
systems with 3 and 15 antenna elements are shown in Plate 18. The
number of zeros is seen to be four times the number of antenna elements
for a system with an odd number of antennas.

With a given antenna system and a given iIrequency of incoming
signals it would be possible to use a correcticn calibration to compen-
sate for phase detection error of a single signal, but with two or more
signals present the value of such prucedure is dcubtful. Phase detec-
tion error makes it advisable ioc hold the maximum phase shiit between
antennas to less.than tn radians and to use an odd rather than an even
number of antennas.
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VIII. PRACTICAL CONSIDERATIONS

A. Phase Detectors

. tUp te this point, the main emphasis has bzen placed upon
linear und sinusoidai phase detection. These twu tjpcs lend themselves
most conveniantly to theoretical discussion «nd celculation. However,
the phase detectors to be encountered in praciice would never be linear
over an operating range exceeding t 180°, nor would they be apt to have
exactly sinusoidal characteriscics(ﬁa’a+l = K sin Wa,a+l)'

Probably the most practical phase detectcrs for use with a
vector-phase system would be the phase detectors of the types shown in
Plate 19. Figure 1 illusirates the block circuit diagram for such a
syster:. Two equal voltages whose relative phase ¥ is being compared are
applied to two adder circuits with differential phase shifte of +U tec
one adder and -U to the cther adder. Amplitude detectors, such as
rectifiers, are connerted to give direct voltage outputs propertional to
the envelopes of the adder outputs and these envelope voltages axre
substracted (connected differentially). The magnitudes of the differ-
ciice as a function of ¥ are plotted in Figures 2 and 3 of Plate 19 for
values of U = 30” and U = 30° respectively. A more thorough explanation
of the operation of these detectors together with some datails of their
practical operation is given in reference No. 8. It is observed thac
the smailer the U the more nearly linear the detector characteristic
curve becomes, but the detector output becomes smaller. In the limiting
case, as U approaches zero, the detector characteristic become very
linear over a range approachirg 1+ 180° and the detector output approach-
es zero.

It would also be feasible to use “digital” or counting-type
phase detectors, as discussed in reference No. 1. with vector-phase
systems. However, the “standard phase detector” with nearly linear
characteristics should give about the same theoretical operation as the
counting type, consequently no special consideration was given to the
counting-type detector.

With a knowledge of the available detector characteristic, 1t
would be well to re-examine the wave interference bearing error curves
of Pletes 11, 12 and 12 to explain the effects of various ijygcs of
detector cperation. The first thing to be observed 1s that the curves
resuiting from linear phase detection agree fairly well with true-
Doppler curves, as would be expected from the discussion in Section Ve,
and reprcsent a sort of theoretical minimum error. The seccond observa-
tion to be made from Plate 13 is that for small apertures (B8 = g) all

detectors give nearly the same results. In this range the maximum phase
excursions between antennas are small enough so that all of the detec-

tors under consideration operate over a nserly linear portion of their

characteristic curves. The third observation comes from the A curves of
Plates 11 and 12. For an aperture of B = n the operation of the U = 90°
phase detector is more nearly linear, thus more nearly ideal, than a
sinusoidal detector. This condition exists only as long as the B is
small enough to prevent operation over the ““break” in the U = 90° phase
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detecter curve. ‘The B curves of Plates 11 and 12 illustrate tha% for a
diameter of one and cne-half waveiengths some of thz phasa axcursions do
excesd the "break® of the detector curve and linear operation is no
longer approximated. There is little to choose between the sinusoidal
and the U = 90° standard detector in this case. With the U = 30° phase
detector however, opsaration is still over the linear region and the
results again approximate the theoretical linear case. The C curves of
Plates 11 and 12 show that for B > 2n operation takes place over the
break of aven the U = 30° detector and all curves for systems with
practical detectors deviate considerably from the theoretical curves for
linear phase detection. To try to extend the linear (positive slope)
operating range of the detector beyond + I50° results in & rapidly
decreasing detector sensitivity (output) over only a small extension of
the linear range. The curves of Plates 11, 12 and 13 which remain to be
discussed are called triple-angle vector-phase systems and for these
systems sinuscidal phase detection alone has been considexed. Perfor-
mance of these systems results from the different way the detector
information is used rather than from the detector action.

B. Wida Band Operation and Harmonic Vectsr Summing Techniques

It would be desirable to operate a large diametzr vector-phase
system over a frequency range possibly as wide as a decade. This
requires that a large dianeier circular continuous system cperate with a
continuous variation in electrical radius B over the same range. As a
desirable B for a practical system with 16 or fewer antenna elements
lies within a very restricted range. roughly n < B < 2.5n for A = 16,
wide band operation i1s a serious problem. For a $ muck smaller than
optimum, the magnitude cf the interfering signal error 1s greatly
increased, because of an insufficient spread over the interference field
to “average out” the phase front variations. Also for very large values
of B, phase detection error becomes prohibitive.

0f more importance, for certsin critical values of B there
will be no indicated bearing at all for a single signal, assuming a
practical type of phase detector. The lack of indicated bearing,
results from the magnitude of the resultant vector going to zero for
these critical values of B. Some conception of the magnitude of the
resultant vector as a function o{ J can bs cbtained for a eirecular
continuctz vector phase system by an expansion of the sine and cosine
components of this vector as expressed in the numerator and denominator

of Equation 4.15.

sine component: A . o -
2. sin [2 B sin T cos (222 - 5.) sin (3<D)] (8.1)
a=1 ' A A ' A '
cosine component: A
3. sin [2 B sin & cos (32" - ¢,) cos (221)], (8.2)
a=] A A A
The sine and cosine components can be expanded in a seriss of harmonics
with Bessel functioan coefficients as shown in Appendix 1. Equations
-28.
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1.7 and 1.6 from Appendix I give thc zxpansions of Equation 8.1 and
8.2 respectively. The sine component becomes

NA
AJ (C) sin 9, + A 5 (-1)? Jnpiq (O sin (821) sin (NA + 1) o
NA-2
~A 5 (D 2 Jyap (© sin (228) sin (RA - 1)
wel -4} NA-1 (& 81in —K— sin (i D,y
(8.3)
where
C-2Bsin I,
and the cosine component becomes
., M
AJ, (C) cos vy + A I (1) Jyaey () sin (22%) cos (NA + 1) o,
NA-2
*A 21 2 Jypg (O sin (220) cos (NA - 1) oy,
(8.4)

The lowest order Bessel function that can appear after J, is
Ja-1- For example J,5 is the lowest crder Bessel function for a 16-

element syatem. When C < n, J5_;(C) will be reasonably smalli for a
large number of antennas. Therefore to a first approximation the
magnitude of thc sine and ccsine components and hence the resuliant
vector will be very small when J,(C) is zero. The first zero occurs
when C ¥ 3.83. For a l6-element system this corresponds to a radius of
about 3.1 n electrical radians, or a system diameter of about 3.1
wavelengths.

When an interfering signal is present, similar actioi takes
place and the resultant vzctor again has zero amplitude for a l6-element
system® at apertures near 3.1 n. This is illustrated by Plate 2U which
shows the resultant vector magnitude as a function of aperture for
systems with both sinusoidal phase detzction and linear phase detection.
The first order Bessel function of the apscing between antennas (C) is
also shown for reference. For a l6-element system this Bessel functien
curve repreesants a good approximation to the case cf sinusoidal phase
detaction where no interfering signal is presenc.

‘It is seen by examination of the wave interference error
curves of Plates 11, 12, and 13 that the error for systems with practi-
cal phase detectors becomes very great once an aperture of about 2.5
radians is exceeded. A large part of this arror would be due tc system
error reflacted in the calculations. As the small resuliant veztar 1is
produced from the partial cancellation of many larger vectors, any
small variation or arror in one of the larger vectors can have a consid-
erable effect on the phase of the resultant vector. An attempt was made
to simulate possible variations by using only three plece accuracy in
the calculations. Probably a more important effect occurs as a result
of the reduced vector magnitude. The second incoming sigral can be
thought of as producing a small spurious vector adding on to the desired

* ldentice! effacts take pltace In a switched-Doppler systen where the magnitude of the
fundarmantal switching frequency is squlivalent to tie magnitude of the resultant vector. See

referrnce No. 1. 39
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vector rcsuiting from the first signal. In the case where the original
vector is reaaonably large the resultant vector is et almost the same
angle as the original (i &  a sort of capture effect is in operation).
For apertures such that J;(C) becomes sm=!!, the magnitude cf{ the
desirsd vector is apparently reduced faster than tha: of the spurious
vector and the capture effect is lessened. Aside from the effect on
interfering signal discrimination for apertures such that J;{C) is near
zero, the signal to noise ratio would be very unfavorable.

Thus it is seen that ior the systems discussed previocusly, a
definite upper limit on the syatem diameter exists. For a l6-element
system it appears that the upper limit weculd be about two and one-half
vavelengths regardless of the type of detector used.

One methed of extending thi« operating range might be to use
phase compression by meais of delay line techniques at the intermediate
frequencies of alternate receivers.'’

A second methed to bs consicered is the use of a “tiiple-
angle” vector-phase system. This syvatem has the vector summing plates
rotated at three times the normal angle as described in Appendix A and
is analogous to a switch-Decppler system using the third harmonic of the
switching frequency. As in the case of the “third-harmonic” Doppler
system, ' the triple angie vector-phase cai bes made to anarate with

L2 A5 vy

apsrturss where '"c single angle vector-phase, or fundamental Doppler

system, “biows up”. For a triple-angle system the sine and cosine
components of the resultant vector are

agl sin [28 sin E cos (é%ﬁ - ©y) sin (§%§E)] (R.5)
for the sine component, and

g . T a2n 3a2my, N

2, sin (2B sin A cos (—K— - 9,) cos (—7r—)- (8.6)

for the cosine component. When expanded in Bessel functionsas was done
for Equation 8.1 and 8.2, the first and most significant terms are

AJ;(C) sin (3 o,) (8.7)

for the sine component, and

AJs(C) cos (3 @1) (8.8)

for the cosine compcnant.
Thus the magnitude of the resultant vector approximates the

third order Ressal functionr of the spacing between antennas. When J,(C)
is ncar the first crossing (zero), J3(C) is very large, hence the
triple-angle systems shown in Plates 11, 12, and 13 give much better
opcration in the vicinity of B = 3n than the single-angle systems.
There is a triple ambiguity with K triple-angle vector-phase system as
indicated by Equations 8.7 and 8.8 as the indicated beariang with such a
system 18 nearly 39,.

I£ J,{C) were not axactly zero, a rough unarbiguous bearing

ad u;\

could be' taken wlth s.single-angle system and then the detectors couid
be switched intc a triple-angle system for a more accurate bearing.
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o It is noted from the curves of Flates 12 and 13 thai the
nrlple-gngle syatems do not have too high an order of bearing error
suppression even in their most favoreble ranges.

C. Equivalent Circuits for a Multiplats Vector Summing 3cope

Although the vector summing oscilloscopes shown in Plates 1,
2, 3, and 4 make convenient illustrative devices. there is no need to
use such a specialized scope tube in a practical system. With proper
circuits, it is possible to duplicate the activn of anv of these multi-
ple deflection plate tubes with a common four plate tube possessing a
single pair o. vertical and a single pair of horizontal deflection
plates. As the angle of any electric force vector in & multiple plate
tube is known in advance for a given type system, the vertical aad
horizontal components of this vector are known and the vector can be
duplicated i1n its action by applying these vertical and horizontal
components to the vertical and horizontal deflection plates of a conven-
tional tube. If this procedure 1s carried out for all vectors, the
horizontal and vertical components of the vectors can be summed extarnal
to the scope and only one horizontal and one vertical vector need be
summed in the scope.

An examination cf the eight-pair vector summing scope shown 1in
Plate 6, Fig. 2 used with an e:ght-element continuous circular system
shows that all vectors are at angles which are multiples of 45° to the
reference axis. The voltages corresponding to vecters at angles of 0°
to 90° can be applied to the vertical and horizontal piates of a two-
pair sccpe tube, while the voltages corresponding to vecters at 145° to

the reference axis can have 4: times their magnitude applied {in the
V2

correct polarity) to both the vertical aind horizontal plates of the
two-pair tube. A resistor ring network for applying thise voltages to a
two-pair tube is shown in Plate 21, Fig. 1 together with the eight-
element circular continuous system for which it is applicsble.

A resistor network which is capable of duplicating the action
of an oscillcscope tube with three pairs of plates (as shown in Plate 1,
Fig. 2} can be used with a tube with two pair of plates as shown in
Plate 21, Fig. 2 together with the three element systuia to which 1t is
appiicable. :
With similar techniques the action of any vector summing tube
can be duplicated with a conventioral oscilleoscope tube. The devices
for obtaining the sine and cosine cemponents oi the vectors and suinming
them need not necessarily be resistor ring netwoniks. For greater
accuracy vacuum tube circuits might prove more satisfactory.

1f the two resultant voltages representing the sine and cosine
vector components were applied directly to the vertical and horizontal
deflection plates, the beam spot would deflect to the correct angular
position corresponding to the azimuihr of the arriving signal. However
a more readable bearing would result if the direct voltages were con-
verted to zo-phasal alternating voltages which were applied to these
cscilloscope plates to produce a radial-iine type of bearing indication.
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SUMMING OSCILLOSCOPE PLATE 2)

DEPY ELECTRICAL ENGR. - UNIVERSITY OF iLLINOIS

-43- )
AP ARR F IO PN T RS RN YR MBAY /S s 2sromsn . o e e - —~ » i Srtrate e




POl SR S S 0 e e e oo Sy s o i o TR I 7 Y "R I R et S A ARy A At ., . "
CONFI{DEN (AL

D. Phase-Balanced Receivers

' Assuming that the injection signal techniques with audio-phase
comparison as described in Section VIII are not used, most vector -phase
‘ sy=tems will reguire a number of receivers equal to the number of
antennas, each receiver having no phase shift over its tuning rsnge as
compared with any other receiver in the systam. This phase balancing
alxgnment of receivers is probably the grcatest practical prchlem to be
zrcome in a circular continucus vector -phase system where the number
of antennas and receivers 1is large.
The problem can be attacked in at lesast three ways:
1. Operator adj:ustment (for each frequency) of each receiver in
the system by phase trimmers on n test signal
2. Automatic alignment of each receiver in the system on a period-
ic checking signal af the same frequency as the desired operating
frequency
3. Periect phase tracking of zll1 reczivers over the tuning range
with no trim adjustments. ®

The first method requiring manual phase trimming adjustments
is probably too slow for a system which is potentially instantanecus in
1ts operation.

The second scheme could use the outputs from the vector-phase
detectors to bring about automatic alignment un a reference signai fed
in phase to every receiver input of the system. This alignment would
have tec be hald for some duty cycie over wiich the bearing of the
desired signal could be taken. Without modification this scheme hinders
the 1instantanzous operation of the system because it renders the system
inoperative at periodic intervais.

The third method requires perfect phase tracking over a wide
tuning ranges which necessitates a large number of aligning adjustments

¢ together with axceptional slectrical and mechanical stability. Perfect
alignment has not been realized to date 2ven with two receivers, but it
is probable that 1t can be oractlcally approached.

The overal! problem is not different from that being faced at
the present time in the alignment of two receivers for a dual-channel

narvrow-diameter system such as a Watscn-Watt system.
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IX. CONCLUSIONS

o]
(2

Three tvpes cf vector -phase systems are suggssted as being
potential practical merit:

1. Three-element narrow-aperture system

2. Wide-aparture distribution ¢f narrow-aperture vector phase
systems with vector-average combination of bearing infcrmaticn

3. Wide-aperture continuous circular system

All three are instantaneous and omnidirectional in the sense of being
able to give a bearing on a transmission of very short duration from an
unknown direction.

The three-element narrcw zperture system offers very little
improvemen: over many existing narrow- aperture systems. It offers no
lmprovemenc in iaterfering signal suppression over existing systems.
However, 1t does offer an unambiguous bearing indication on signals of
short duration. Perheps its greatest merit 1s cnat its bearing informa -
tion results i1n direct voltages suitable for combination in a wide-
aperture distribution with cther i1dentical systems.

A wide-aperruze distribution of narrow aperture vector-phase
systems with vector-average combination of bearing information from eacn
of the unit systems offers a relatively large amount of interference
error réduction under the particular conditions resulting from muitipath
propagation. Under these conditions the angular separation will proba-
bly be small and the relative magnitude large. Althcugh there 1s some
interfering signal suppression under site error conditions with large
angular separations and small relative magnitudes, ths relative guaran -
teed maximum suppression is rather siizll when compared to thecretical
true-Doppler systems and circular continucus vector-phase systems. This
system i3 basically no more complicated than a single narrow-aperture
system, since phase iracking of only three receivers at a time is
required.

The wide-aperture continucus circular systems have exactly
the same bearing error suppression characteristics as a switched-Doppler
system with the same antenna configuration, and hence have characteris-
tics resembling those of a true-Doppler system. It should be emphasized
that most of the analyses and curves published in the report fo:r circu-
lar systems are applicable without modification to the analogous rec-
tangular switched-Coppler systems. As compared to a swi:ched~Doppler
system which uses only two receivers, the circular continuous vector-
phase system offers the advantage of being i1nstantaneous,; but kas the
1orm1dablc disadvantage of requiring a large number of phase-balanced
receivers. A practical circular continuous vector-phase system cculd
not bLe made too large in aperture because of phase detector limitations,
and therefore for the multipath propagation conditions previously
mentioned such a system would not have a very large amount of error
suppression. for site error conditivins hoviever, the wide- aperture
circular zontinuous system should give reasonably good error suppression.

There 1s at least one other wide-sperturs instantaneons system
to which the wide-aperture vector-phase systems should he compared.
This is the wide aperture distribution of narrow-aperture Watson-Watt

-45 -
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cvstems discussed in reference No. 2. This system is capable, in most
cases, of actually resolving the separate angles of arrival and reiative
magnitudes of Lwo or mors incoming pisne waves  The wide-uparture
vector-phase systems might be criticized as ‘throwing away” amplitude
information, because the bearing is in effect largely captured by the
strungest incoming signal, and there is no hope of obtaining bearings on
the weaker signals. For the distribution of Watson-Watts, however. site
errors resulting from relativzly nearby sources such that the second
wave is not a plane wavez woulid cause unresolved bearings and possibly
considerable bearing error. The same type of eite srror for a vector-
phase system would probabiy be no worse than a site error condition
resulting from a plane wave.
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APPENDIX A

Bearing Equivalence Between A Switcheda-Bsppler
System and a Yector-Phase System
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BEARING EQUIVALENCE BETWEEN A SWITCHED-DOPPLER
SYSTEM AND A VECTOR-PHA3SE SYSTEM

A switched-Doppler svstem of the type shown in Plate 10,
Fig. 2 gives under any electromagnetic field conditions exactly the same
theoretical bearing as an “equivaient® continuous circular vector- phasc
system with the ssme numbar of antenna elements a2s shown in Plate 10,
Fig. 1. It is easiest to show this by realizing the equiveience between
the switching schemes of Piate 10, Fig. 2 and Plate22, Fig. 1. Neg-
lecting transient effects, it makes no difference to the Doppler system
whether the switching 1s done at the anienn=s or at the outpuil of
ddentical phase detectors. The detector output going to the filter is
the same in either scheme. If ¥a a+] is the phase diffescuce between

the voltages induced in antennas a and a + 1 and heace the difference
between the voltages applied to any detector, then E_ .,y will represent

the output of this detectcr goiang te the switch. The successive outputs
E, o+] as a function of the switching time are shown in Fig. 2 of
] A

Flate22.

This step function of time will in gereral have an alternating
fundamental component at a period equal te the switching period and this
fundamental component can be removed by filtering. This component of
filtered output is also skown in Fig. 1 of Plate22. The phase of the
iundamental component i3 & function of the angle of arrival and the
indicated direction of arrival is taken to be this phase referred to any
field reference.

It i1s feasib:» to build swiiched-Doppier systems which operate
on harmonics of the switching frequency other than the first. Tie phese
of this Nth harmonic is then taken as indicatirg the direction of
arrival when referred to a reference, for example the Nth harmonic of
the switching voltage. N-1 ambiguities in the indicated bearing will
result in a system using the Nth harmonic of the switching frequency.

It 1s also possible to build a vector-phase system similar to
the type shown in Plate 10, Fig. 1 except that the angles which the
perpendiculars to the scope plates make with the horizontal axis are
multipiied by an integer N. If thie integer N corresponds to the N
representing the Nth harmonic in a swiiched-Doppler system, then the
Nth-angie vector-phase system and the Nth-harmonic Doppler system are
called equivalent systems.

It remains to be shown that these equivalent systems give the
same indicated bearing. Consider first the indicated bearing for a
switched-Doppler svstem given by the phase of the Nth harmonic nf a
series of rectangular pulses similar to those shewn :in Fig. 2 of Flave
21. This saries of pulses can be expsnded in & Fourier seriee giving

@®
E(t) = %; + T (Ay cos Nut + By sin Nuwt} ORT
N=1

where ;
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After passing through a bandpass filter all terms except one particular
harmonic of thz switching frequency are eliminated and the phase of this
harmonic gives the indicated bearing. 1f the Nth harmonic is selectead,

then the filtered output which remains is =xpresned by

Ef = Ay cos Nut + By sin Nuwt
= /_T—; 1 5L+ =3 9—"
AN+ sin [Ns tan AN]’

B
-1 M’N . . . .
where the phase angle isn cf E- gives the indicaved bearing.

(28*1)1*
o T 16
Ay - % Z [ [Ea,a*l cos (Nwt)] dt,
7 (b
16.
and for a system with A znienias and A d = pulses
y BT
AN=2 s T [E, a+] cos (Nut)] dt.
Ta'l f°a+1)T
ZA
Consequently for eight antennas
(zarlyy
o 2 5 . ) ’
AN = == 2. E, .41 sin NoT)
TNw a=1 a,a (2—!\-‘—1-)1‘
16.
-2 3 . [sin (2221 oNm)-sin (2221 28))
a4 Eq a+i [sin ( i 2Nn)-sin ( A Nr)),

and for A antennas

. lein (2a+l . el on
m = T’N—(:) a§1 ﬁ,a'a+1 sin (——2—K— 2Nn)"51n (—‘é—A‘° hn)]-

Thus for A antennas
i

5 1 )
NT a§1 Eaia+l (2 31n(§~ 2Nit) cos (i%gNn)]

AN A

{See Pierce, ‘A Snort Table of Integrals”595)
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Similarly evaluating By for a system with A antennas and A d-c
pulses gives

e

CT
By Jo E(t) sin Not dt
(2abyr
] .- (E, g+1 sin (Nut)] du.
{48~ ;T
‘oA

Co uentl "
nsequ Yy A (_2_%'—1_)'{‘

oo A el 2B
BN TNw a=1 Fa,a+] = cos .th(gﬁll)T
2A
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) Ba,a+1 sin (ngﬂ)- (A.6)

From Equation A.2 the indicated bearing By 1s given by
RPRRT

ey

AN

where By and Ay have the velues given in A.6. and A.4. Therefore

o
g
1

= tan

2 sin(Yf) A

[ N1t a

¢aNZy
AY =7

i~
—

Ay . (A.7)

a1 Ea,a+1 cos (30&=

If N =1, then it is seen that the indicated bearinz for a
switched-Doppler as given by A.7 1is identical to the indicated bearing
for a circular continucus vector-phase system as given by equation 4.13.
1f the scope platss shown in Plate 4, Fig.'ﬁ are rqtatcd by N times
their picturcd angle with the horizontal axis. rctating the resgltanE
vectors shewr in Plate 6, Fig. 2 to an angle N times their indicated

.82.
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direction of arrivai for an eight-element circuiar sysiein wiil be
expreasad by Equation A.7. Equation A.7 will give che indicated besaiing
for eny circuiar continuous vector-phase system #ith a rotation angle N
regardless of the number of antenneas.
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